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Directive Antenna 380 — 470 MHz

Reference AS 3551 AS 3552
Frequency 380 — 440 MHz 430 — 470 MHz
Impedance 50 Q

Polarization Vertical o Horizontal

Gain 10 dBi

Front to back ratio 18 dB

Beamwidth @ — 3 dB E 56°/ H 62°

SWR <15

Max. Power 250 W

Connector N Female

Boom diameter & 25 mm

Length 1m

Wind load @ 160 Km/h 102 N

Material Aluminium coated Alodine © and polyester painted
Colour Grey (RAL 7001)

Weigth Aprox. 3,5 Kg

NI 1t

Five elements directional array Yagi with a optimized
balun for accurate matching.

The balun and the feeder connection are completely
sealed in a plastic moulding ensuring long life and
waterproof terminations.

These antennas can be staked and fed in phase
with a splitter for increased gain.

The antenna is supplied complete with clamp for
mounting on 30-65 mm diameter mast tube and it is
possible to adjust the vertical declination between +
30°.
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Referencia AS 3571 AS 3572
Frecuencia 380 — 440 MHz 420 — 470 MHz
Impedancia 50 Q

Polarizacion Vertical o Horizontal

Ganancia 12 dBi

Relacion delante-atras 18 dB

Ancho del haz @ — 3 dB E 50°/ H 60°

ROE <15

Potencia Maxima 250 W

Conector N Female

Diametro del Boom & 25 mm

Longitud 1,3m

Carga al viento @ 160 Km/h 126 N

Color Grey (RAL 7001)

Peso Aprox. 3,8 Kg

Seven elements directional array Yagi with a
optimized balun for accurate matching.

The balun and the feeder connection are completely
sealed in a plastic moulding ensuring long life and
waterproof terminations.

These antennas can be staked and fed in phase
with a splitter for increased gain.

The antenna is supplied complete with clamp for
mounting on 30-65 mm diameter mast tube and it is
possible to adjust the vertical declination between +
30°.
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Directive Antenna 450 — 470 MHz

Reference AS 35306
Frequency 450 — 470 MHz
Impedance 50 Q
Polarization Vertical o Horizontal
Gain 6 dBi

Front to back ratio >15dB
Beamwidth @ — 3 dB E 85°/ H 120°
SWR <15

Max. Power 50 W
Connector N Female

Pol diameter & 40 - 50 mm
Dimensions 240x230x50 mm
Wind load @ 160 Km/h 93 N
Colour White (RAL 9001)
Weigth Aprox. 1 Kg

Outdoor Panel Antenna for UHF Band.

Light weight, small size, UV stable ABS radome
white colour, waterproof.

These antennas can be staked and fed in phase
with a splitter for increased gain.

The antenna is supplied complete with clamp for
mounting on 40-50 mm diameter mast tube and it is
possible to adjust the vertical declination between +
150,

Installation Sketch

Pelarizaion Mark
—

L° Ginbel Clamp

E Plane
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Directive Antenna 420 — 440 MHz

Reference AS 35304
Frequency 420 — 440 MHz
Impedance 50 Q
Polarization Vertical o Horizontal
Gain 6 dBi

Front to back ratio >15dB
Beamwidth @ — 3 dB E 85°/ H 120°
SWR <15

Max. Power 50 W
Connector N Female

Pol diameter & 40 - 50 mm
Dimensions 240x230x50 mm
Wind load @ 160 Km/h 93 N
Colour White (RAL 9001)
Weigth Aprox. 1 Kg

Outdoor Panel Antenna for UHF Band.

Light weight, small size, UV stable ABS radome
white colour, waterproof.

These antennas can be staked and fed in phase
with a splitter for increased gain.

The antenna is supplied complete with clamp for
mounting on 40-50 mm diameter mast tube and it is
possible to adjust the vertical declination between +
150,

Installation Sketch

Pelarizaion Mark
—

L° Ginbel Clamp

E Plane
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Directive Antenna 380 — 400 MHz

Reference AS 35302
Frequency 380 — 400 MHz
Impedance 50 Q
Polarization Vertical o Horizontal
Gain 6 dBi

Front to back ratio >15dB
Beamwidth @ — 3 dB E 85°/ H 120°
SWR <15

Max. Power 50 W
Connector N Female

Pol diameter @40 - 50 mm
Dimensions 240x230x50 mm
Wind load @ 160 Km/h 93 N
Colour White (RAL 9001)
Weigth Aprox. 1Kg

Outdoor Panel Antenna for TETRA Band.

Light weight, small size, UV stable ABS radome
white colour, waterproof.

These antennas can be staked and fed in phase
with a splitter for increased gain.

The antenna is supplied complete with clamp for
mounting on 40-50 mm diameter mast tube and it is
possible to adjust the vertical declination between +
15°.

Installation Sketch

Pelarzaion Mk

E Plane
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Omnidirectional Antenna 380 — 470 MHz

Reference AS 5561 AS 5562
Frequency (MHz) 380 — 430 430-470
Impedance 50 Q

Type Collinear

Polarization Vertical

Gain 8 dBi

Vertical Beam width @ -3 dB 190

Bandwidth 40 MHz

SWR <15

Power Max. 250 W

Connector N female

Length 24m

Wind Load @ 160 Km/h 203 Nw

Colour Radome White

Weight Aprox. 3,2 Kg

17
16
15
14
13
12
11

14

375 387 399 411 423 435 447 459 471

VSWR vs Frequency
Vertical Plane

AS 556.. is an omnidirectional base station antenna with
a gain of 8 dBi (over the isotropic radiator) which covers the
entire band with two models.

The phasing of the radiating elements is carefully adjusted
to yield maximum gain in the horizontal plane.

The antenna elements are completely enclosed in fibreglass
radome, which will ensure undisturbed performance by adverse
environments.

All metal parts are DC grounded.

The antenna is supplied complete with clamps for mounting
on 30-65 mm diameter mast tube. The mounting clamp is
made of non-corrosive aluminium and the U bolt and fittings
are made of stainless steel.
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Omnidirectional Antenna 380 — 470 MHz

Reference AS 5500 AS 5501
Frequency (MHz) 380 - 430 420 - 470
Impedance 50 Q

Type Coaxial /2 Dipole

Gain 2dBi

Bandwidth 50 MHz

VSWR <15

Max. Power 150 W

Connector N female

Length 1m

Color Radomo White

Windload @ 160 Km/h 71 Nw

Weight Aprox. 4,2 Kg

e AS550.. son antenas con 2 dBi de
ganancia con respecto al radiador
isotrépico, de polarizacion vertical y
patrén omnidireccional para la banda
de 380- 470 MHz.

e La antena puede montarse en un
mastil de 20 a 54 mm de diametro
exterior.

e Un radomo cilindrico de fibra de vidrio
protege al elemento radiante, y
asegura una larga vida operativa ain
en entornos adversos.
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